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I. INTRODUCTION 

 

“JPEG” stands for Joint Photographic Experts Group. JPEG is a well known standardized image 

compression technique for compressing pictures which do not have sharp changes e.g. landscape 

pictures. JPEG supports both color or grayscale images. 

 

JPEG loses information, so the decompressed picture is not the same as the original one. By adjusting 

the compression parameters, the degree of loss can be adjusted. The wide use of JPEG is because of 

three fundamental reasons: reducing the size of image files, storing full color information, automatic 

error recovery. 

 

Reducing image files will be an important procedure when we transmit files across networks [1] or 

when we archive libraries. Usually, JPEG can remove the less important data before the compression; 

hence JPEG will be able to compress images meaningfully, which produces a huge difference in the 
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transmission time and the disk space. The processing time of the compression can be overlapped with 

the disk access time [2]. 

 

The second advantage of JPEG is the capability of storing full color information: 24 bits/pixel or 16 

million colors, while for example the GIF format, can store only 8 bits/pixel or 256 colors. 

 

The third advantage of JPEG is automatic error recovery. The default compression algorithm of JPEG 

is based on Huffman codes [3]. Utilizing the tendency of Huffman codes to resynchronize quickly, i.e. 

recovering after potential decoding errors in most cases, JPEG also recovers quickly after possible errors 

as is explained here in below. 

II. OVERVIEW OF THE JPEG ALGORITHM: 

 

The first step transforms the image color into a suitable color space. There are several methods to 

transform the image into a color space [4,5]. The most common methods are the split into YUV 

components [6] or the split into RGB components [7]. These components are interleaved together within 

the compressed data. The ratio between these components is usually not one to one. When YUV 

components are used, usually the Y component will have a four times weight. The human eye is less 

sensitive to the frequency of chrominance information than to the frequency of luminance information 

which is represented by the Y component in the YUV format. Hence, the Y component gets a higher 

weight [8].  

 

JPEG allows samples of 8 bits or 12 bits. In the original JPEG all values contained by the same source 

image must have the same precision. The values are shifted from unsigned integers with range [0,2p-1] 

 
 



 
 

 

to signed integers with range [-2p-1,2p-1-1], by reducing 2p-1 from the original values, where p can be 

either 8 or 12. These biased values are then sent to the next step. 

 

The second step groups the pixels into blocks of 8X8 pixels. The order of the blocks is line by line and 

each line is read from left to right. After the group into blocks, JPEG transforms each block through a 

Forward Discrete Cosine Transform (FDCT) [9].  The DCT gives a frequency map, with 8X8 or 64 

elements. The transformation keeps the low frequency information which a human eye is sensitive to. In 

each block the DCT coefficients are composed of: A single Direct Current (DC) coefficient number, 

which represents the average intensity level value in each block and the remaining 63 are named 

Alternating Current (AC) coefficients. They reflect the frequency information of their row and column. 

These coefficients indicate the amplitude of a specific frequency component of the input array. The 

frequency content of the sample set at each frequency is calculated by taking a weighted sum of the 

entire set.  

 



 
 

 

Table 1 contains the values of weight for one row in a 8x8 matrix: 

 
0 1 2 3 4 5 6 7 

0 +0.707 +0.707 +0.707 +0.707 +0.707 +0.707 +0.707 +0.707 

1 +0.981 +0.831 +0.556 +0.195 -0.195 -0.556 -0.831 -0.981 

2 +0.924 +0.383 -0.383 -0.924 -0.924 -0.383 +0.383 +0.924 

3 +0.831 -0.195 -0.981 -0.556 +0.556 +0.981 +0.195 -0.831 

4 +0.707 -0.707 -0.707 +0.707 +0.707 -0.707 -0.707 +0.707 

5 +0.556 -0.981 +0.195 +0.831 -0.831 -0.195 +0.981 -0.556 

6 +0.383 -0.924 +0.924 -0.383 -0.383 +0.924 -0.924 +0.383 

7 +0.195 -0.556 +0.831 -0.981 +0.981 -0.831 +0.556 -0.195 

Table 1: Values of weight for one row in a 8x8 matrix: 

 

In other words, these AC values of one row are the results of this formula: 

 

Where: 

• x is the index of value. 

• f(x) is the value itself. 

• u is the index of result. 

•                     if u=0; C(u)=1 otherwise. 

• F(u) is the result itself. 

 

If f(x) (the intensity of each pixel) is equal in the entire row, each F(u) which holds u>0, will be zero. 
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F(0) will be the sum of the row’s values divided by       . This explains why JPEG is better pictures 

which do not have sharp changes. Pictures which have sharp changes like cartoons will have larger 

values and hence will be compressed not as good as the pictures without the sharp changes. 

 

As was mention above, the blocks are of 8X8, so one-dimensional DCT is enough for only one row. 

The DCT for an entire block is done by applying one-dimensional DCT separately for each row of eight 

pixels. The result will be eight rows of frequency coefficients. Then, these 64 coefficients are taken as 

eight column. The first column will contain all DC coefficients, the second column will contain the first 

AC coefficient from each row, and so on. At that time, JPEG apply one-dimensional DCT for each of 

these columns. 

 

In reality the one-dimensional DCT is not used and the entire calculation is done by one formula that 

reflects this calculation: 

 

 

Where: 

• x,y are the indices of value. 

• f(x,y) is the value itself. 

• u,v are the indices of result. 

•                     if u=0; C(u)=1 otherwise.                     if v=0; C(v)=1 otherwise. 

• F(u,v) is the result itself. 

 

It should be noticed that index 0,0 contains the DC of the DCs. This value is called the DC of the 8x8 

block. 
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The next step is the quantization. The 63 AC coefficients are ordered into a zig-zag sequence. Firstly 

JPEG puts the coefficient that its row index plus column index is 0 i.e. the DC. Then JPEG puts the 

coefficients that their row index plus column index is 1. Next, JPEG puts the coefficients that their row 

index plus column index is 2 and JPEG continues until putting the last coefficient that its row index plus 

column index is 14. This zig-zag algorithm arranges the coefficients into one dimensional array .In each 

block, each of the 64 coefficients is divided by a separate “quantization coefficient”. The quantization 

coefficients are set according to the desired image quality. The results of the division are rounded to 

integers. This step loses some information because of the rounding. Furthermore, it can be noted that 

even if the quantization coefficient is 1, some information will be lost, because typically the DCT 

coefficients are real numbers. 

 

The last step encodes the reduced coefficients using either Huffman or Arithmetic coding. There are 

also other compression algorithms that fit JPEG, but are not officially supported [10]. Usually a strong 

correlation appears between DC coefficients of adjacent 8X8 blocks. Therefore, JPEG encodes the 

difference between each pair of adjacent DC coefficient. Baseline JPEG model uses two different 

Huffman trees to encode any given image, one Huffman tree for the DC coefficients' length and the 

other Huffman tree for the AC coefficients' length. The tree for the DC values encodes the lengths in 

bits (1 to 11) of the binary representations of the values in the DC fields.  

 

The second tree encodes information about the sequence of AC coefficients. As many of them are 

zero, and most of the non-zero values are often concentrated in the upper left part of the 8 × 8 block, the 

AC coefficients are scanned in the zig-zag order specified by the quantization step i.e. processing 

elements on a diagonal close to the upper left corner before those on such diagonals further away from 



 
 

 

that corner, that is the order is given by (0, 1), (1, 0), (2, 0), (1, 1), (0, 2), (0, 3), (1, 2), etc. The second 

Huffman tree encodes pairs of the form (n, l), where n (limited to 0 to 15) is the number of elements that 

are zero, preceding a non-zero element in the given order and l is the length in bits (1 to 10) of the 

binary representation of the non-zero quantized AC value. The second tree also includes codewords for 

EOB, which is used when no non-zero elements are left in the scanning order and for a sequence of 16 

consecutive zeros in the AC sequence (ZRL), necessary to encode zero-runs that are longer than 15. The 

Huffman trees used in baseline JPEG are static and can be found in [11]. 

 

Each 8X8 block is then encoded by an alternating sequence of Huffman codewords and binary 

integers (except that the codeword for ZRL is not followed by any integer), the first codeword belonging 

to the first tree and relating to the DC value, the other codewords encoding the (n, l) pairs for the AC 

values, with the last codeword in each block representing EOB.  

 

 

20 1 0 0 0 0 0 0

0 3 0 0 0 0 0 0

0 0 0 0 0 0 0 0

2- 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0

 



 
 

 

Table 2: Example of block compression 

 

Table 2 brings an example of a JPEG 8X8 block after DCT and after quantization., with the DC value 

is in the upper left corner. The DC value is more often than not very similar to the previous DC value, so 

it is computed as a difference between the current value and the previous DC value. Suppose the 

previous DC value in this example was 15, the result of the compression will be: 

100 101 00  1 11111001 11 1111111000 01 1010 

3   5  0,1 1   2,2    3     4,2     -2 EOB 
 

The first value (110) is the Huffamn code for the DC length in bits (3). Then, the difference between 

the current DC value and the previous DC value is explicitly written (5). Next, the AC values are written 

as sequences of several zeros followed by one non-zero value. At the end a special code EOB (1010) is 

written. 

 

Finally, the compression parameters are written in the file header, so that the decoder module will be 

able to decode the compressed image. JPEG's procedure is summarized in Figure 1. 
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Figure 1: JPEG Model for a lossy image compression

The decompression process performs an inverse procedure: 

  

• It decompresses the Huffman or the Arithmetic codes. 

 

•  Then, it makes the inversion of the Quantization step. In this stage, the decoder raises the small 

numbers by a multiplication of them by the quantization coefficients. The results are not 

accurate, but they are close to the original numbers of the DCT coefficients. 

 

•  Finally, an Inverse Discrete Cosine Transform (IDCT) is performed on the data received from 

the previous step. 

 

JPEG has some disadvantages. Unfortunately, even with a JPEG viewer, it takes a longer time to 

decode and view a JPEG image than to view an image of a simpler format such as GIF, BMP, etc.; 

however it is still a very short time as can be indicated in every digital camera. Another disadvantage is 

the compression method that does not take into account the temporal correlation of the coefficients. 

 

III. FEATURES OF JPEG 

 

As mentioned above the JPEG standard is based on the DCT paradigm. The DCT changes the picture 

into frequency space. The frequency coefficients, which are very low magnitude, are rounded to zero. 

When most of the coefficients in a block are zero or very low magnitude: The compression algorithm 



 
 

 

will give a very short bits sequence for such a block. Zero sequences are treated very efficiently by 

JPEG compression and the results will be only few bytes. 

 

When there is a drastic change in a block of 8X8, the value of many frequency coefficients will be 

high. Such a sequence will be compressed into many more bits. 



 
 

 

 

 

 

 

 

 

 

                           

 

 

 

 

 

Figure 2. A sample image and how JPEG can be used for contouring

 

Figure 2 demonstrates how JPEG is used for contour extraction. The original image was compressed 

in grayscale baseline JPEG format with 75% quality. The left image shows the original image, which is 

a high-resolution picture of 1000X1000 pixels. The upper-right image shows the JPEG format in the 

white or black area. The lower-right image shows the JPEG format in the upper left corner of the black 

square. The size of the black square is 200X200 pixels and the square is not aligned relative to JPEG’s 

8X8 blocks. 

 

The JPEG file reports the difference of magnitude between the DC’s coefficients of a previous block 

relative to the current block. In the case of a white or black area there are no changes in the coefficients’ 

magnitudes. This type of block is encoded as six bits by the JPEG standard [7]. 

-12 18 -8 -2 3 -1 -1 1

22 -25 8 2 -3 0 1 -1

-18 20 -7 -2 2 0 -1 1

16 14 4 1 -1 0 1 1

-11 10 -2 -1 0 -1 -1 0

6 -5 1 -3 0 0 0 0

-2 2 -1 0 0 0 0 0

1 -1 0 0 0 0 0 0

 

0    0    1    0    1   0 

JPEG format of uniform area  

Original image 

JPEG format of the upper left corner of the black square 
 



 
 

 

 

The output of the JPEG file is shown in Figure 2. The “00” reflects that there are no differences 

between the values of the previous and the current block’s DC coefficients, and “1010” symbolizes the 

end of the block. If there is a difference between the intensity of the DC coefficients of the previous and 

the current blocks, the size of the encoding block will be slightly bigger. For example, a block which 

encodes a sharp change from white to black is represented by a wide range of frequency coefficients.  

 

Figure 2 shows a sample of the block, which contains the upper left corner of the black square. In 

order to compress these values in JPEG standard, 243 bits are needed. The difference between 6 to 243 

is obviously significant. By using three parameters the length of the block, its magnitude and the number 

of consecutive blocks the threshold can extract the contour with a range of scalar values [12,13]. The 

extra parameters allow more control over the resulting mechanism. Such an extraction can be useful for 

many applications e.g. vehicular objective [14,15]. 

 

IV. ERROR RECOVERY 

JPEG's default compression algorithm is based on Huffman coding scheme which has a tendency to 

resynchronize immediately. JPEG also recovers after decoding errors in the usual course of events 

[16,17]; however there can be some incorrectness in the decoded picture; although the picture will be 

generally almost the same. 

 

Any Huffman code is complete, in the sense that any binary string can be ‘decoded’ as if it were some 

Huffman encoding, so that errors in the binary file will stay undetected unless the end of the file is 

reached within a codeword. In the particular case of JPEG, errors may be detected in certain 

circumstances: keeping track of the number of AC elements by summing the n fields of the (n, l) pairs 



 
 

 

and adding the number of non-zero coefficients, if this number exceeds 63, there must obviously have 

been an error. In addition, the particular Huffman trees used are not complete and, in fact, certain 

codewords are missing (for example 111111111 in the first Huffman tree, used for the DC coefficients). 

The appearance of such an invalid codeword is therefore a sign that some error has occurred. The error 

however will be almost certainly fixed when the decoder will continue to decode more blocks. 

.  

Another problem can be with the block positioning within the picture. As the compressed data has 

variable length, the location of each block in the image cannot be known accurately, if an error has been 

occurred. The wrong positioning of a decoded block may cause the cutting of a line of blocks into two 

parts: the left part may appear at the right end of a line of blocks in the image, whereas the right part will 

be at the left border of the following line. For many images this will result in a discontinuity which is 

often easily detectable by a human eye, as for example in the lower part of Figure 3 above. 

 

  

Figure 3. The right picture is the original one and the left picture has a decoding error. 

 

As mentioned, the DC values are not encoded themselves, but rather as the difference between the 

current value and that of the previous block. When the decoding algorithm does not know the exact 

previous DC, the exact DC for the current blocks is not known as well. A wrong DC may result in a 



 
 

 

biased image, which can be too bright or too dark for grayscale pictures, if the change was in the 

luminance component; a change in the chrominance component of color pictures may turn the image too 

reddish or bluish. This is still better than not seeing this part of the image at all. The left image in Figure 

3 is too bright due to incorrect DC values. 

 

Note that the new standard JPEG–2000 has built-in synchronization codewords which make the 

synchronization faster. 

V. JPEG-2000  

JPEG-2000 is a new standard for image and video compression [18,19,20,21,22]. Several latest digital 

cameras support JPEG-2000 and Motion JPEG-2000 e. g. [23,24,25,26]. Motion JPEG is employed in 

numerous applications from professional video editing to capture cards in many hardware settings.  

 

By means of JPEG-2000, an image stored on a disk has lower quality levels embedded in the 

compressed file. If a user asks to preview a JPEG-2000 image, only a lower quality image will be 

restored. No modification of compressed data is needed. If the user decides to see a better quality image, 

further information will be restored from the JPEG-2000 image file. There will be no need to 

redownload the entire image. The overall quality of a JPEG-2000 image is typically higher than a 

traditional JPEG image. In addition to the advantages of improved quality and scalability, JPEG-2000 

also generates about 20% better compression ratio than JPEG and at several cases JPEG-2000 even 

generates a considerably better compression ratio. 

 

Unlike MPEG, by means of Motion JPEG-2000 each frame is encoded independently. MPEG 

employs three kinds of frames for encoding:  

• I-frames do not need other video frames to be decoded, but the compression ratio is not as good as 



 
 

 

the other frame types. 

• P-frames employ data of previous frames to be decoded and the compression ratio is typically better 

than I-frames. 

• B-frames employ data of both previous and forward frames for the decoding and typically obtain 

the best compression ratio. 

The three types of frames allow improved compression efficiency but the coding technique is more 

complex and therefore requires more computation time. Motion JPEG-2000 employs only Intra-frame 

blocks which let the user the ability to randomly access a file at any fame. In addition, the using of only 

Intra-frame blocks reduces the complexity of the compression and decompression processes and 

therefore the decoding time is shorter. 

 

There is another major modification in JPEG-2000. The designers of JPEG-2000 came to a decision to 

depart form the block based DCT coding used by the traditional JPEG and MPEG standards in favor of 

a wavelet based compression - the discrete wavelet transform (DWT). The DWT provides improved 

quality than JPEG and also provides scalability without having to store surplus data. 

 

The forward DWT at the encoder is successive functions of a pair of low-pass and high-pass filters, 

followed by division by a factor of two after each filtering function so that odd indexed samples will be 

discarded. The low-pass and high-pass filter pair is known as analysis filter-bank. The low-pass filter 

keeps the low frequencies whereas the high frequencies are significantly diminished and therefore the 

result is only a vague form of the original signal. Conversely, the high-pass filter keeps only the high 

frequencies of a signal such as contours, whereas the low frequencies are significantly diminished. 

 

The standard of Motion JPEG-2000 is extremely suitable for the technique of this paper. Since the 



 
 

 

high pass filter generates much more bits for contours, the compress data of such a region in the picture 

will be larger. This feature can be used as it has been used with the DCT of traditional JPEG. 

Furthermore, there is no need to extract the high quality picture. The high pass filter detects a contour 

even in a low quality picture. In addition, since Motion JPEG-2000 employs only I-frames blocks, the 

technique becomes even more straightforward because there is no need to process the frame along with 

nearby frames. Each I-frame contains all the information needed for the damage detection. 

 

However, there is a major difficulty to implement this method with contemporary video hardware. 

Some researches have been conducted during the years with the purpose of finding the threshold of rate 

for distinguishing successive still images from a proper continuous video that a human eye would not be 

able to detect e.g [27,28]. Researchers are commonly consistent with the rate of 10-20 frames per 

second. Therefore even though there are some exceptional plentiful frames per second cameras [29], the 

common up to date hardware can support only about 30 frames per second in CIF size (352 × 288 

pixels) and about 20 frames per second for SDTV size resolution (760 × 480 pixels) [30].  

 

VI. CONCLUDING REMARKS 

JPEG is most excellent for images of realistic pictures having smooth changes of color and tune. JPEG 

can significantly reduce the size of such images while still keep the quality of the images. JPEG is also 

very tolerant for errors in the image file – an image with errors still can be shown with minor 

inaccuracy. In the web where the size of data used for an image is of great consequence, JPEG is widely 

used. In addition, JPEG is the most widespread format supported by digital cameras. 
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